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1 
This invention relates to devices for opening 
pins and particularly bobby pins, cotter pins, 
and other pins wherein one of the lois of the 
pin is lonier than the other, ihe lois of the 
pin are very easily separated by merely passing 5 
the pin lightly along the serrated or recessed 
portions of the surface of the device. The op- 
eration is very simple .and hair pins can quickly 
be opened with one hand while the other hand 
is engaged in holding the hair and/or comb. 10 
After some practice, an operator can use the 
device without even glancing af it as the sur- 
faces thereof are sufficiently broad fo enable 
the operator to locate it as a marrer of habit. 
The device is neat in appearance and easily ]5 
cleaned. 
One of the principal objects of this invention 
is to pïesent a new and novel pin opener that 
is simple, durable, dependable, convenient, in- 
expensive, compact, efficient, and pleasing and 20 
attractive in appearances and satisfactory for 
use wherever round applicable. 
Other objects, advantages and features of this 
invention will appear from a careful perusal of 
the accompanying drawings, the subjoined de- 25 
tailed description, the preamble of these speci- 
fications, and the appended claires. 
In the drawings: 
Figure 1 is a front elevational view of one 
form of the invention, 3o 
Figure 2 is a reaï perspective view thereof, 
Figure 2' is a partial sectional view taken 
substantially along the line 2'--2' oî Figure 1, 
Figure 3 is a front elevational view of a modi- 
fied form of the invention, 35 
Figure 4 is a side elevational view thereof, 
Figure 5 is a a front elevational view of still 
another rotin of the invention, and 
Figure 6 is a side elevational view of that 
shown in Figure 5. 40 
The fn-st form of the invention shows a work- 
ing head ! which is supported by a wide bot- 
tomed ctamping or clip means indicated at 2 
which bottom is wide enough fo support the 
working head upright when placed upon a fiat 45 
surface of the invention, as well as the other 
forms thereof, .may be ruade of any suitable ma- 
terial such as any of the well known plastics, 
lnetals etc. A plurality of tooth-like bars or pro- 
jections 3 are arranged in corrugated form, as 50 
shown, in a recessed rectangular portion 4 and 
the side walls of these bars are preferably paral- 
lel so that the end of the longer leg of a bobby 
pin can be caught easily in the valleys between 
the bars regardless of the direction in which 55 

the bobby pin is glided along the face of the 
head, that is, the longer leg of the pin will be 
caught when it is ilided upwards or downwards 
over the bars. A screw hole 5 is provided in 
the event the user prefers to bang the head on 
a wall or some other surface instead of employ- 
ing the clip supporting means 2. 
So that the bobby pin opener head ! can be 
readily attached to the margins of mirrors, cabi- 
net edges etc., a spring clip 2, in the handle 
form, is fixed fo the head. This clip has a 
forward straight leg 6 which is sized and con- 
figurated to snugly and firmly fit a dovetail-like 
slot or recessed portion 6 of the head l. The 
rear leg of the clip has a straight portion 7 with 
its top edge 9 bent outwardly so as to provide 
a ready means fo allow the clip fo be easily slip- 
ped onto the edge oï the thing fo which it is 
to become attached. The bottom portions of 
the two legs are attached by the integral ex- 
panded cross hand 16. 
The second rotin of the invention bas the 
head I! which bas ifs front face surface pro- 
vided with the plurality of recesses 12 that are 
arranged in staggered formation so that the end 
of a pin cannot be slid along any portion of the 
face in any direction without becoming entrap- 
ped in one of the recesses. Integral with the 
bottom portion of the head there is a handle 
3 which bas the rounded end portion 14 which 
functions fo prevent an operator's hand from 
slippini away from the handle. This particular 
rotin can also be employed for opening bobby 
pins, but it is especially suitable and useful for 
opening the legs of cotter pins while the pins 
are in their respective bores of rods, pintles ani 
shafts of machinery, etc. 
The third form of the invention consists of 
the head 16 which has the rectangular recessed 
portion 16in which is fixed a wire mesh 17, as 
shown. The edges of the wire mesh is pref- 
erably embedded in the material of the head 
so that there will noyer be danger of the mesh 
getting loose froln the head. The rear surface 
of the head 5 has fixed thereto the resilient 
vacuum cup I8 so that the head can easily 
and quickly attached to any smooth surface. 
Obviously, the valleys between the bars in 
Fig. 1, the size of the recesses in Fig. 3, and the 
spacing of the wires in Fil. 5, are larie enouih 
fo readily receive the end of the longer leg of 
the bobby pin or any other pin for which the 
heads are designed. It may be well, fo also 
point out, that the bars 3, recesses 12 and wire 
mesh I may be of any shape or configuration in 
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order to accomplish the ends and objects of this 
invention. 
It is, of course» understood that various changes 
and modifications may be ruade in the details of 
form» style, design, and construction of the 5 
whole or any part of the spechïcally described 
ernbodiment of this invention without departing 
frorn the spirit thereof in that such changes 
and modifications are considered as being within 
the scope of the following claire: 10 
I claire: 
In a pin opening device comprising a plate 
with a recessed front portion having its surface 
corrugated and a clamping means lïxed to the 
rear side thereof, and the said clamping means 15 
constituting a handle for the device, and the 
clamping means constituting a spring clip hav- 
ing a wide bottom portion upon which the device 
can be stood upright. 
LEO G. HOBAIT. 
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